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Harley Davidson Sportster 883 / Sportster 1200 Mod. 2018 WRENMUS

Slip-On mit / with ASC
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Harley Davidson Sportster 883 / Sportster 1200 Mod. 2018 WREMLS |

REMUS CUSTOM Schalldédmpfer mit ASC (CAN-Bus gesteuertes Klappensystem) / REMUS CUSTOM exhaust with ASC (CAN-Bus actuated sound system)

Taster / push button:
LED Ring GELB Klappe
Position 2 /

LED loop YELLOW valve
position 2

Taster / push button:
LED Ring AUS Klappe
geschlossen / LED loop OFF
valve closed

Taster / push button:

LED Ring GRUN Klappe | Taster / push button:
Position 1 / I LED Ring ROT Klappe offen /

LED loop GREEN valve LED loop RED valve open
position 1 /

* CAN-BUS gesteuertes Klappensystem / CAN-bus controlled valve system * Endkappen wahlbar und wechselbar / Selectable and changeable end caps

* Soundmodulation per Taster / Sound modulation via push button switch * EG Genehmigung / EC homologation
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Harley Davidson Sportster 883 / Sportster 1200 Mod. 2018
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Endkappen / end caps

Short Cut V1 (EK30)

=0

Short Cut V1 (EK50)

Straight End V1 (EK31)

Straight End V1 (EK51)

e Y

Straight End V2 (EK32) Slash Cut V1 (EK33)

Straight End V2 (EK52) Slash Cut V1 (EK53)
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Harley Davidson Sportster Super Low 883 (XL 883L)
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Power [HP]

Leistungsdiagramm / Dyno chart — Slip-On + ASC EG/ABE/EEC
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w—Stock Pmax = 52,5 HP

== REMUS Slip-On ASC, valve closed with EG/EEC Pmax = 53,2 HP

== REMUS Slip-On ASC, valve opened without EG/EEC Pmax = 57,4 HP
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FACTORY FACTS:

bei offener Klappe/ with open valve
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~—REMUS Slip-On ASC, valve closed with EG/EEC Mmax = 73,0 Nm

——— REMUS Slip-On ASC, valve opened without EG/EEC Mmax = 76,3 Nm
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Harley Davidson Sportster Forty-Eight (XL 1200X) WREMULS
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Leistungsdiagramm / Dyno chart — Slip-On + ASC EG/ABE/EEC
FACTORY FACTS:

bei offener Klappe/ with open valve
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== REMUS Slip-On ASC, valve opened without EG/EEC Pmax = 74,9 HP 80
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Harley Davidson Sportster 883 / Sportster 1200 Mod. 2018
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Artikelnummer / Part number

Bj./ . o . . Art. Nr./ CHF exkl. MwsSt.
Modell / type year Beschreibung description Typ / type Mantelvariante Sleeve version part no. CHE excl. VAT
CUSTOM Schallddmpfer und Design der
SPORTSTER, XL2 (Euro 4) Endkappe wahlbar, beides nur gemeinsam CusFom exha'ust and selectable end cap
. design only fits as a complete system
montierbar
Super Low 883 (XL 883L) > 1719 x CUSTOM Schalldampfer Slip-On 2 x CUSTOM exhaust Slip-On @ 90 mm incl. | EG/ABE/EEC | Edelstahl chrom i;ar:::ess steel 007152 300518 2'423.40
Iron 883 (XL 883N) @ 90 mm mit Kat., ohne Endkappe cat., no end cap Edelstanl
1200 Custom (XL 1200C) ASC — (CAN-Bus gesteuertes Klappensystem) | ASC — (CAN-BUS actuated sound system) EG/ABE/EEC |\ Stainless steel black| 007752 300518 2'506.96
Forty-Eight (XL 1200X)
Super Low 1200T (XL 1200T) Wahlbare Endkappen mussen separat Selectable end caps must be ordered
Roadster 1200 (XL 1200CX) bestellt werden separately
115th Anni Forty-Eight
nhiversary rorty-tg Alu chrom Alloy chrome EK30 266.62
(XL 1200X ANX) Endkappe Short Cut V1 (2 Stk.) Endcap short cut V1 (2 pcs.)
Forty-Eight Special (XL 1200XS) |>18 Alu schwarz Alloy black EK50 292.48
Iron 1200 (XL 1200NS3) Alu chrom Alloy chrome EK31 334.26
Endkappe Straight End V1 (2 Stk.) Endcap straight end V1 (2 pcs.)
Alu schwarz Alloy black EK51 362.12
Alu chrom Alloy chrome EK32 306.41
Endkappe Straight End V2 (2 Stk.) Endcap straight end V2 (2 pcs.)
Alu schwarz Alloy black EK52 334.26
Alu chrom Alloy chrome EK33 362.12
Endkappe Slash Cut V1 (2 Stk.) Endcap slash cut V1 (2 pcs.)
Alu schwarz Alloy black EK53 389.97
Preise 2018 in CHF exkl. MwSt. / Prices 2018 in CHF excl. VAT Irrtum und Anderungen vorbehalten! / Errors and omission excepted!
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